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DETAILED ACTION 
Response to Arguments 

1. Applicant's arguments with respect to claims 1-6, 9-16, 19-36, and 39-46 have been 
considered but are moot in view of the new ground(s) of rejection. 

Claim Rejections - 35 USC §103 

2. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

3. Claims 1-6, 9, 10, 31-36, 39-41, 43, and 44 are rejected under 35 U.S.C, 103(a) as being 
unpatentable over MuUer et al. (USPN 6,389,468), of record, in view of Kerr et al (USPN 
6,513,108), of record, in further view of Blount et al (USPN 5,222,217), of record, in further 
view of Schoffelman et al. (USPN 6, 1 1 9, 1 70). 

4. Regarding claims 1 and 31, MuUer discloses a method of processing data which is 
communicated over a computer network, said method comprising: pre-allocating portions of a 
memory (queue) to said first processor and said second processor (see col. 50, line 60-coL 51, 
line 5 where each processor has its own queue); receiving first packet header data from a first 
network interface port (see col. 4, lines 13-14 and col 7, lines 1-11 where it is impUcit that the 
"high performance network interface" has a port), processing said first packet header data in a 
first processor which executes a first network protocol stack (see col. 9, lines 25-3 1 - "load 
distributor 1 12 may determine which processor an incoming packet is to be routed to for 
processing though an appropriate protocol stack"), and transmitting first apphcation data 
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associated with said first packet header data to a host processing system (see col. 12, lines 49-53 
- "Ultimately, each protocol header is removed and data portion 202 is retrieved"); receiving 
second packet header data from said first network interface port (see coL 4, lines 13-14 and coL 
7, lines 1-11 where it is implicit that the "high performance network interface" has a port), 
processing said second packet header data in a second processor which executes a second 
network protocol stack (see col. 9, hnes 25-3 1 - "load distributor 112 may determine which 
processor an incoming packet is to be routed to for processing though an appropriate protocol 
stack"), and transmitting second application data associated with said second packet header data 
to said host processing system (see col. 12, lines 49-53 - "Ultimately, each protocol header is 
removed and data portion 202 is retrieved"). 

MuUer further suggests processing of a third packet header data comprising receiving 
third application data from a host processing system and preparing said third packet header data 
and causing said third application data and said third packet header data to be transmitted over 
said computer network through said first network interface port (col. 7, lines 7-1 1 where the 
same method for "processing or transferring packets received from a network [see rejection 
above] may also be used for packets moving in the reverse direction (i.e., from the NIC to the 
network)"); processing of a fourth packet header data comprising receiving fourth application 
data from said host processing system and preparing said fourth packet header data associated 
with said fourth application data and causing said fourth application data and said fourth packet 
header data to be transmitted over said computer network through said first network interface 
port (col. 7, lines 7-11 where the same method for "processing or transferring packets received 
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from a network [see rejection above] may also be used for packets moving in the reverse 
direction (i.e., from the NIC to the network)"). 

Muller does not expressly disclose synchronizing access to said memory by said first and 
second processors. However, Muller does disclose having the processors access memory (col. 
50, line 47-col. 51, line 17). Kerr teaches, in a multiprocessor system for processing packets (col. 
4, Unes 53-65), synchronizing access to a memory (scheduling access to the memory) by 
multiple processors in order to eUminate the need for arbitration between the processors for 
access to the memory (col. 10, lines 29-40). Therefore, it would have been obvious to one of 
ordinary skill in the art at the time of the invention to synchronize access to the memory by the 
first and second processors in order to eUminate the need for arbitration between the processors 
for access to the memory. 

Muller in view of Kerr does not expressly disclose maintaining a communication channel 
between said first processor and said second processor through a message queue. However, 
Muller in view of Kerr does disclose communication among processors in order to aid in the 
processing of the packets (Muller: col. 50, line 47-coL 51, Une 17, where having the "initial 
processing ... be divided among multiple processors" requires communication between 
processors). Blount teaches, in a multiprocessor system (col. 2, lines 20-22), that one well-known 
configuration for communication between processors in a multiprocessor system is a message 
queue ("storage shared among processing units into which messages from one processing unit to 
another processing unit may be placed") (col. 2, lines 20-26). Therefore, it would have been 
obvious to one of ordinary skill in the art at the time of the invention to maintain a 
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communication channel between said first processor and said second processor through a 
message queue in order to permit communication between processors in a well-known fashion. 

Muller in view of Kerr in further view of Blount suggests that the first and second 
processors communicate with at least one host processor of the host processing system (Muller: 
col. 9, Une 66-col. 10, line 3 and col. 48, lines 47-56 where locating the processors on the NIC 
suggests that the processors are separate from the host system). However, Muller in view of Kerr 
in fiarther view of Blount also discloses in other embodiments that the processors are host 
processors (Muller: col. 4, lines 7-38, esp. lines 32-38 and col. 9, line 66-col. 10, line 3). 
Schoflfelman teaches, in a host processing system, that "[t]he ability to off-load communications 
protocol functions by using front-end processors (FEPs) is particularly advantageous for host 
systems" (col. 2, lines 6-24). It is implicit that one of the benefits of off-loading protocol 
functions to FEPs is that this frees up processing time in the host processing system. Therefore, it 
would have been obvious to one of ordinary skill in the art at the time of the invention to have 
the first and second processors (FEPs) communicate with at least one host processor of the host 
processing system since this permits the host processing system to off-load communications 
protocol functions, which, in turn, frees up processing time in the host processing system. 

5. Regarding claims 2 and 32, Muller in view of Kerr in further view of Blount in further 
view of Schoffelman discloses that the first network protocol stack and said second network 
protocol stack are separate processing threads (Muller; col 51, Unes 18-38 where the individual 
processes on each processor are configured as "threads"). 

6. Regarding claims 3 and 33, Muller in view of Kerr in further view of Blount in further 
view of Schoffelman discloses that the separate processing threads each comprise separate 
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operating system software processing logic (Muller: col. 51, lines 18-38 where each thread 
operates independently, i.e. "a thread responsible for processing an incoming packet may block 
itself when it has no packets to process, and awaken itself when it has work to do," such that 
each thread has separate operating system software processing logic to allow the thread to 
execute its instructions independently of the other processes). 

7. Regarding claims 4 and 34, Muller in view of Kerr in further view of Blount in fijrther 
view of Schoffelmari discloses that the first network protocol stack and said second network 
protocol stack use the same network protocols (Muller: col. 6, lines 35-55 where "the NIC is 
configured to receive and manipulate packets formatted in accordance with a protocol stack . . . 
supported by a network couple to the NIC" suggests that the NIC processes a single protocol 
stack with multiple processors on the NIC processing the same network protocol stack). 

8. Regarding claims 5 and 35, Muller in view of Kerr in further view of Blount in fiirther 
view of Schoffelman discloses that the same network protocols comprise at least one of (a) an 
Internet Protocol (IP) and (b) a Transmission Control Protocol (TCP) (Muller: col. 4, lines 44-46 
and col. 6, lines 43-55). 

9. Regarding claims 6 and 36, Muller in view of Kerr in further view of Blount in ftirther 
view of Schoffelman discloses that the first group of network packets are associated with a first 
network session between a host processing system and a first digital processing system 
("communication flow") and said second group of network packets are associated with a second 
network session between said host processing system and a second digital processing system 
("communication flow") (Muller: col. 4, lines 7-31 and col. 13, lines 33-38). 
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10. Regarding claims 9 and 39, Muller in view of Kerr in further view of Blount in further 
view of Schoffelman discloses that the first network interface port comprises an Ethernet 
interface (Muller: col 6, lines 43-55). 

1 1 . Regarding claims 10 and 40, Muller in view of Kerr in further view of Blount in fiarther 
view of Schoffelman discloses that the first group of network packets are assigned to said first 
processor through a programmable hashing operation on said first group of network packets and 
wherein said second group of network packets are assigned to said second processor through said 
programmable hashing operation (Muller; col. 4, lines 19-31). 

12. Regarding claims 41 and 43, Muller in view of Kerr in further view of Blount in further 
view of Schoffelman discloses that the first network protocol stack and said second network 
protocol stack use different network protocols (Muller: col. 10, lines 53-61). 

13. Regarding claim 44, Muller in view of Kerf in further view of Blount in further view of 
Schoffelman suggests processing a third group of network packets in said first processor which 
executes said first network protocol stack, said third group of network packets being 
communicated through a second network interface port. Simply, Muller in view of Kerr in 
further view of Blount in further view of Schoffelman discloses processing a group of network 
packets in a first processor which executes a first network protocol stack, where the group of 
network packets is communicated through a second network interface port (Muller: col. 4, lines 
7-31). Muller in view of Kerr in further view of Blount in further view of Schoffelman also 
discloses that the network device can have multiple ports (Muller: col. 6, lines 63-67 and col. 6, 
lines 16-19). Muller in view of Kerr in further view of Blount in further view of Schoffelman 
further discloses that a processor that does not have work to do will be idle (Muller: col. 51, lines 



Application/Control Number: 09/84 1 ,943 Page 8 

Art Unit: 2616 

18-30). Thus, it would have been obvious to one of ordinary skill in the art at the time of the 
invention to process a third group of network packets in said first processor which executes said 
first network protocol stack, said third group of network packets being communicated through a 
second network interface port in order to ensure that each processor is efficiently used such that 
the processor is not idle. 

14. Claims 1 1-16, 19, 20-30, 42, 45, and 46 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over MuUer et al. (USPN 6,389,468), of record, in view of Kerr et al. (USPN 
6,513,108), of record, in further view of Blount et al. (USPN 5,222,217), of record, in further 
view of Schoffelman et al. (USPN 6,1 19,170) in further view of Sinks et al. (USPN 5,206,935), 
of record. 

15. Regarding claim 11, incorporating the rejection of claims 1 and 31, MuUer in view of 
Kerr in further view of Blount in further view of Schoffelman discloses each limitation of claim 
1 1, as outlined in the rejection of claims 1 and 31, except coupling a DMA engine and a control 
queue to said network interface port and said host interface port and using a bus to interconnect 
the various components in the device. However, MuUer in view of Kerr in further view of Blount 
in further view of Schoffelman further discloses a DMA engine and a control queue coupled to 
said network interface port and said host interface port (MuUer: col. 53, lines 35-45 and col. 55, 
lines 7-20). 

In addition, while MuUer in view of Kerr in further view of Blount in further view of 
Schoffelman does not expressly disclose that a bus is used to couple the various components, 
MuUer in view of Kerr in further view of Blount in further view of Schoffelman does disclose 
the use of a bus in the system (MuUer: col. 50, lines 46-54). Sinks teaches, in a multi-processor 



Application/Control Number: 09/841,943 Page 9 

Art Unit: 2616 

system, coupling the components of a multi-processing system using a bus (col. 1, lines 31-33; 
col. 1, line 68-col. 2, line 3; and col. 4, lines 37-48, where "coupled" includes direct and indirect 
coupling). Thus, it would have been obvious to one of ordinary skill in the art at the time of the 
invention to couple the various components using a bus since busses are a well known coupling 
device in multi-processor systems. 

16. Regarding claims 12-16, 19, 20, 42, and 45, incorporating the rejection of claims 2-6, 9, 
10, 32-36, 39, 40, 41, 43, and 44, Muller in view of Kerr in further view of Blount in further 
view of Schoffelman in further view of Sinks discloses each of the limitations of claims 12-16, 
19, 20, 42, and 45, as seen in the rejections of claims 2-6, 9, 10, 32-36, 39, 40, 41, 43, and 44. 

17. Regarding claim 21, Muller in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks discloses that a first bus coupled to the first processor and 
to the second processor and to the network interface port (see e.g. Muller: col. 4, lines 7-3 1 and 
col. 7, lines 1-1 1 and Sinks: col. 1, lines 31-33; col. 1, Hne 68-col. 2, line 3; and col. 4, lines 37- 
48); a first memory coupled to said first bus (Muller: ref 1 16: queue); a first memory controller 
(Muller: ref 104: PP) coupled to the first memory, at least a portion of said first group of 
network packets and a portion of said second group of network packets being stored in said first 
memory (Muller: col. 8, lines 23-32). 

1 8. Regarding claim 22, Muller in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks suggests a host bus interface coupled to said first bus; a 
second bus coupled to said host bus interface; a second memory coupled to said second bus; a 
second memory controller coupled to said second bus and to said second memory; a host 
processor coupled to said second bus and to said second memory (Muller: col. 4, lines 7-3 1 and 



Application/Control Number: 09/84 1 ,943 Page 1 0 

Art Unit: 2616 

col. 7, lines 1-11 and Sinks: col. 1, lines 31-33; col. 1, line 68-col. 2, line 3; and col. 4, lines 37- 
48) in order to increase the number of ports connected to the host bus. 

19. Regarding claim 23, MuUer in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks discloses that the first processor, said second processor, 
said first bus and said first memory controller are all fabricated on a single integrated circuit 
(Sinks: col. 5, lines 5-9). 

20. Regarding claim 24, MuUer in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks discloses that before said first processor executes said first 
network protocol stack to process said first group of network packets, said portion of said first 
group is stored in said first memory (packet queue) (MuUer: col. 55, lines 7-39). Muller in view 
of Kerr in further view of Blount in further view of Schoffelman in further view of Sinks 
discloses also discloses the use of a first direct memory access (DMA) operation to transfer data 
to a memory (see e.g. Muller: col. 55, lines 7-20 and Sinks: col. 2, lines 34-39). Thus, it would 
have been obvious to one of ordinary skill in the art at the time of the invention to use a DMA to 
transfer the data to the first memory since DMA is used to transfer data to a memory. 

21 . Regarding claim 25, Muller in view of Kerr in further view of Blount in fiirther view of 
Schoffelman in further view of Sinks discloses that after said first processor executes said first 
network protocol stack to process said first group, said portion of said first group is stored in said 
second memory (buffers in host memory) through a second DMA operation (Muller: col. 55, 
■lines 7-39). 

22. Regarding claim 26, Muller in view of Kerr in further view of Blount in further view of 
Schoffelman in ftirther view of Sinks discloses that the portion of said first group and said 
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portion of said second group are stored in said first memory in pre-allocated portions of said first 
memory (Muller: col. 8, lines 23-32 and col. 55, lines 7-20). 

23. Regarding claim 27, Muller in view of Kerr in further view of Blount in further view of 
Schoflfelman in further view of Sinks discloses first dispatch logic coupled to said network 
interface port and to said first bus, said first dispatch logic assigning said first group to said first 
processor through a prograrrimable hashing operation on said first group (Muller: col. 4, lines 19- 
31). 

24. Regarding claim 28, Muller in view of Kerr in further view of Blount in fiarther view of 
Schoffelman in further view of Sinks discloses that the first dispatch logic assigns said second 
group to said second processor through a programmable hashing operation (Muller: col. 4, Unes 
19-31). 

25. Regarding claim 29, Muller in view of Kerr in ftirther view of Blount in further view of 
Schoffelman in further view of Sinks discloses second dispatch logic coupled to said first bus 
and to said host bus interface, said second dispatch logic assigning packets from said second bus 
to one of said first processor or said second processor (Muller: col. 4, lines 19-31). 

26. Regarding claim 30, Muller in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks discloses that the first processor and said second processor 
are general purpose, programmable processors (Muller: col. 51, lines 19-51). 

27. Regarding claim 46, Muller in view of Kerr in further view of Blount in further view of 
Schoffelman in further view of Sinks suggests that said first processor and said second processor 
are coupled to a further host processing system. Muller in view of Kerr in further view of Blount 
in further view of Schoffelman in fiarther view of Sinks discloses that the processor is used to 
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transfer packets from the network interface to the host (MuUer: col. 7, lines 1-1 1). Muller in view 
of Kerr in further view of Blount in further view of Schoflfelman in further view of Sinks also 
discloses that the host system can become "overburdened" with packets (Muller: col. 3, hnes 12- 
14 and col. 3, lines 44-50). Muller in view of Kerr in further view of Blount in further view of 
Schoflfelman in further view of Sinks further discloses that the distributing processing can yield 
processing gains (Muller: col. 3, lines 30-43). Thus, Muller in view of Kerr in further view of 
Blount in further view of Schoflfelman in further view of Sinks suggests coupUng the first 
processor and the second processor to a further host processing system in order to ensure that the 
host processing system can handle the high traffic loads of a fast interface. 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Daniel J. Ryman whose telephone number is (571)272-3 152. The 
examiner can normally be reached on Mon.-Fri. 8:00-4:30. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Huy Vu can be reached on (571)272-3 1 55. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300, 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for pubUshed applications 
may be obtained from either Private PAIR or PubUc PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct,uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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